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	ITEM: B7TND0126
	INPUT VOLTAGE(V)
DC 24
	LENS
B51
	LENS DEGREE(°)θ1/2
            28°
	CCT
3000K
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	LIGHT SOURCE
	1×6W

	
	CONSUMPTION(W)
	7.8

	
	OPERATING CURRENT(MA)
	325

	
	POWER FACTOR(PF)
	1

	
	LUMINANCE(LM)
	CW=740 WW=667

	
	COLOR RENDERING INDEX
	RA: 80

	
	IK RATING
	06

	
	IP RATING
	65

	

	PRODUCT SPECIFICATIONS

	HOUSING
	12# Die-casting aluminum finishing or powder painting T=60-80μm. 
Adhesion of ISO class 1/ASTM class 4B

	LIGHT WINDOW
	Tempered glass.T=4mm

	LED TYPE
	COB

	GASKET
	Tooling shaped seal

	LENS/REFLECTOR
	OPTICS lens,effciency≥85%

	LED DRIVER
	Constant Voltage Input,Constant Current Output

	OPERATING TEMPERATURE
	-20℃ -40℃

	POWER CABLE
	Outside of luminaire 
12V/24V: H05RN-F 2×1.0mm², L=0.3m

	DIMMING SUPPORT
	Triac PWM Available 
1-10V Dali Customized

	

	ACCESSORIES(Optional)
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	PAINTING COLOR

	[image: 一張含有 Rectangle, 螢幕擷取畫面, 文字 的圖片

AI 產生的內容可能不正確。]Regular
[image: 一張含有 文字, 字型, 白色, 圖形 的圖片

AI 產生的內容可能不正確。]
	[image: 一張含有 Rectangle, 文字, 白板, 框架 的圖片

AI 產生的內容可能不正確。][image: 一張含有 黑色, Rectangle, 螢幕擷取畫面 的圖片

AI 產生的內容可能不正確。][image: 一張含有 Rectangle, 螢幕擷取畫面, 米色 的圖片

AI 產生的內容可能不正確。]Secondary

[image: 一張含有 文字, 字型, 白色, 圖形 的圖片

AI 產生的內容可能不正確。][image: 一張含有 文字, 字型, 白色, 圖形 的圖片

AI 產生的內容可能不正確。][image: 一張含有 文字, 字型, 白色, 圖形 的圖片

AI 產生的內容可能不正確。]



	DIAGRAM OF INSTRUCTION
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	PHOTOMETRIC
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	CERTIFICATES
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